
Bluetooth Wireless Barcode
Scanner Supports Windows,
Android, iOS, Mac OS and Works
with iPad, iPhone, Android Phones,
Tablets or Computers

Description



Yumite Bluetooth Barcode Scanner:

a. Supports standard Bluetooth protocol, up to 33ft single range, no software or adapters
needed, simply connect and start scanning; Wireless Bluetooth connection lets you walk
around without any cables, wont scan time settings or the volume codes

b. 512 KB internal memory supports up to ten thousand barcodes in inventory mode when
not connected, you can upload the data to your device anytime when you need;

c. Compatible Operating Systems: Supports Windows XP/7/8, Android 4.0 Above, iOS, Mac
OS,Mobile6/Wince; works with computer, smartphone, tablet and mobile PDA

d. Bluetooth adapter available for the PC user, allows any computer/Laptop with a USB port
to become a Bluetooth enabled computer;

e. Package contents: Yumite YT-892 Scanner, USB Cabel, User Manual.

Specification:

Wireless Transmitting Distance
(Without barrier) 15 - 20M

Infrared induction disrance —―
Optical Source 650nm Visible red light diode
Reading Precision ≥ 4mil
Minimum Contrast ≥ 30%

Decoding Capacity

UPC/EAN/JAN,UPC/EAN with supplementals，
 UCC/EAN128,Code39,MSI,Code11,Code39 Full ASCll,  Code39
Trioptic, Code128,Code128 Full ASCll Codabar,Code93, Discrete 2 of 5
IATA,RSSvanrians,Codabar,chinese 2 of 5,Interleaved 2/5,  Interleaved
2 of 5,  International general dimensional barcodes, e.g.China postal
service code,ect.

Decoding Speed 100time/second

Barcode
Sensitivity

Tilt ±65°
Totate ±42°
Deflection ±60°

Data interface RJ-45
Mechanical and Electric Performance
Size(Length x Width x Height) 92.5×70×154.6 mm
Weight 168g
Indicator Siren and LED light
Battery Capacity 600mah
Max. Power 350mw
Working Voltage DC5V

Current

Max.Current 70ma
Working
Current 66ma

Standby
Current 45ma

Sleeping
Current ≤ 2ua

Charging Current 450ma



Accessory List
Data Cable USB
Wireless Receiver 1
CD 1
Operation Manual 1
Charge station —―
Environmental Parameter
Storage Temperature  -40°C ~ 60°C
Working Temperature 0°C ~ 50°C
Relative Humidity 0 ~ 95% 
Height Range 1.5M
IP Rating IP52
Certification
CE,RoHS,EMC,LVD，ISO9001:2008,ISO14001:2004

Certification:

Yumite passed ISO9001:2008 quality system and all the products are certified by CE and
Rohs.



Factory:

Yumite is a barcode scanner factory located in Shenzhen, china. As one of the biggest
barcode scanner manufacturers, Yumite can provide various kinds of barcode scanner.

Such as: wired laser barcode scanner, wireless laser barcode scanner, wired CCD barcode
scanner, wireless CCD barcode scanner, barcode scanner module, Bluetooth barcode
scanner, 2D barcode scanner, omnidirectional barcode scanner, mini portable barcode
scanner, barcode scan engine.

There are 7 seasoned hardware and software engineer in our research department and our
factory director have 20 years working experience in the barcode scanner industry. Depend
on the strong research ability, all of the Scanning engine and decoding software is
developed by ourselves. The skilled worker in the workshop and the total quality controlling
of the QC department ensure the stable and high quality.

We sincerely hope we will have nice cooperation and work together to create a brilliant
future!



Contact Information:

Contact person: Fiona Yang
Mobile/Whatsapp: +86 18825274785
Email/Skype: fiona@yumite.com.cn


